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6.5 Development Parcels 

     Figure 6.3 – Construction Phase Three 

     Figure 6.4 – Construction Complete 
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6.6 DEVELOPMENT 
PARCEL 

PARTICULARS 

The following Development Parcel Particulars act as a guide to developers and to 
offer an additional degree of control to the Borough Council. 
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Figure 6.5 – The Masterplan 



122

IMPLEMENTATION
& DEVELOPMENT PARCELS 

6.7 Development Parcel 1a & 1b - Particulars
GUIDANCE CONDITIONS The guidance conditions shown here are provided to ensure a consistent streetscape is maintained across 

different land parcels.  Deviation from these conditions will be discouraged.  Reference should also be made to 
the streetscape principles contained within this Masterplan Statement 

COMPLIANCE The Details shown below are requirements that should be met where possible and are specific to the 
development parcel.  It is envisaged that the developer will provide a design compliance statement when the 
reserved matters applications are submitted to demonstrate that the detailed scheme design complies with 
these particulars. 

Building Form Construction Details 
Character Urban, mixed use development  
Site Area 
Plan Configuration 
Edge Conditions 
Uses

0.78 hectares – net area 
urban block with street frontage and internal court 
special conditions other than frontage – greenwalk 
residential, homeworking 

Walls Type: local stock 
Colour: brick code BC3 and 
BC5 as colour palette  
reference p. 90. 

Dwelling Range 
Density Band 
Residential Mix 
Affordable Housing 
Storey Heights 

35 – 43 dwellings 
46 – 55 d/ha net 
1b,2b, 3b and 4b dwellings 
affordable dwellings to be provided 

Roofs Type: Plain tile,artificial slate 
to streets, lanes and mews 
courts.
Colours: see p.91. 

Frontage Widths 
Plan Depth 
Parking Standard 
Parking Form 

medium to narrow 
medium to deep 
1.5 – 2 car parking spaces per dwelling 
parking courts,garages, car ports and undercrofts 

Windows  
and Door 
Openings 

Type: timber metal or 
composite to street, as 
above, plus upvc to lanes and 
mews courts 
Colours: see p.91. 

Frontage Street 
Internal Street 

Character type – street and local route 
Character type – lanes and mews court 

Other Elements Possible Types: bay 
windows, balconies 

Section AA 
Section BB 
Section CC 
Section DD 

Street width 14.5m and set back 0.6m to 1.2m 
Frontage boundary to green way for surveillance. 
Side boundary to path and play area 
Secondary frontage to playing fields 

Services 

External Works 
& Landscape 

Type: bin stores and meter 
cupboards – recessed to side 
or rear see p 77. 
Boundary conditions: 
Boundary wall types 1-4. 
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6.8 Development Parcel 2a & 2b - Particulars
GUIDANCE CONDITIONS The guidance conditions shown here are provided to ensure a consistent streetscape is maintained across 

different land parcels.  Deviation from these conditions will be discouraged.  Reference should also be made to 
the streetscape principles contained within this Masterplan Statement 

COMPLIANCE The Details shown below are requirements that should be met where possible and are specific to the 
development parcel.  It is envisaged that the developer will provide a design compliance statement when the 
reserved matters applications are submitted to demonstrate that the detailed scheme design complies with 
these particulars. 

Building Form Construction Details 
Character Urban, mixed use development  
Site Area 
Plan Configuration 
Edge Conditions 
Uses

2.49 hectares – net area 
urban block with street frontage and internal mews 
special conditions other than frontage – part Square 
residential, homeworking and small shops 

Walls Type: local stock 
Colour: brick code BC1, BC2, 
BC3, bC4, bC5, bC6 as 
colour palette  reference p. 
90.

Dwelling Range 
Density Band 
Residential Mix 
Affordable Housing 
Storey Heights 

97 - 112 dwellings 
39 - 45 d/ha net 
1b, 2b, 3b and 4b dwellings 
affordable dwellings to be provided 
2 to 2.5, 3 storey 

Roofs Type: Plain tile,artificial slate 
to streets, lanes and mews 
courts.
Colours: see p.91. 

Frontage Widths 
Plan Depth 
Parking Standard 
Parking Form 

medium to narrow 
medium to deep 
1.5 – 2 car parking spaces per dwelling 
parking courts, garages, car ports and undercrofts 

Windows  
and Door 
Openings 

Type: timber metal or 
composite to street, as 
above, plus upvc to lanes and 
mews courts 
Colours: see p.91. 

Frontage Street 
Internal Street 

Character type – Square and local centre, street 
Character type – lanes and mews court 

Other Elements Type: bay windows, 
balconies and parapets in 
some cases 

Section AA 
Section BB 
Section CC 
Section DD 

Street width 14.5m and set back 0.6m to 1.2m 
Entry street to Square 
Secondary edge to balancing pond 

Services 

External Works 
& Landscape 

Type: bin stores and meter 
cupboards – recessed to side 
or rear see p 77. 
Boundary conditions: 
Boundary wall types 1-4. 
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6.9 Development Parcel 3a & 3b - Particulars
GUIDANCE CONDITIONS The guidance conditions shown here are provided to ensure a consistent streetscape is maintained across 

different land parcels.  Deviation from these conditions will be discouraged.  Reference should also be made to 
the streetscape principles contained within this Masterplan Statement 

COMPLIANCE The Details shown below are requirements that should be met where possible and are specific to the 
development parcel.  It is envisaged that the developer will provide a design compliance statement when the 
reserved matters applications are submitted to demonstrate that the detailed scheme design complies with 
these particulars. 

Building Form Construction Details 
Character Urban, mixed use development  
Site Area 
Plan Configuration 
Edge Conditions 
Uses

0.93 hectares – net area 
urban block with street frontage and internal mews 
special conditions – adjacent to allotments 
residential

Walls Type: local stock 
Colour: brick code BC3, BC5 
as colour palette reference p. 
90.

Dwelling Range 
Density Band 
Residential Mix 
Affordable Housing 
Storey Heights 

43 - 51 dwellings 
46 - 55 d/ha net 
1b, 2b, 3b and 4b dwellings 
affordable dwellings to be provided 
2 to 2.5, 3 storey 

Roofs Type: Plain tile, artificial slate 
to streets, lanes and mews 
courts.
Colours: see p.91. 

Frontage Widths 
Plan Depth 
Parking Standard 
Parking Form 

medium to narrow 
medium to deep 
1.5 – 2 car parking spaces per dwelling 
parking courts, car ports and undercrofts 

Windows  
and Door 
Openings 

Type: timber metal or 
composite to street, as 
above, plus upvc to lanes and 
mews courts 
Colours: see p.91. 

Frontage Street 
Internal Street 

Character type – streets and local route 
Character type – lanes and mews court 

Other Elements Type: : bay windows, 
balconies  

Section AA 
Section BB 
Section CC 
Section DD 

Boundary to existing residential 
Boundary to greenways 
Boundary to Parcel 12 
Boundary to allotments 

Services 

External Works 
& Landscape 

Type: bin stores and meter 
cupboards – recessed to side 
or rear see p. 77.
Boundary conditions: 
Boundary wall types 1-4. 
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6.10 Development Parcel 4 - Particulars
GUIDANCE CONDITIONS The guidance conditions shown here are provided to ensure a consistent streetscape is maintained across 

different land parcels.  Deviation from these conditions will be discouraged.  Reference should also be made to 
the streetscape principles contained within this Masterplan Statement 

COMPLIANCE The Details shown below are requirements that should be met where possible and are specific to the 
development parcel.  It is envisaged that the developer will provide a design compliance statement when the 
reserved matters applications are submitted to demonstrate that the detailed scheme design complies with 
these particulars. 

Building Form Construction Details 
Character Urban, mixed use development  
Site Area 
Plan Configuration 
Edge Conditions 
Uses

0.87 hectares – net area 
sub urban block with frontage and internal mews 
special conditions relationship to linear balancing pond 
residential

Walls Type: local stock 
Colour: brick code BC3, BC6 
as colour palette  reference p. 
90.

Dwelling Range 
Density Band 
Residential Mix 
Affordable Housing 
Storey Heights 

26 - 33 dwellings 
30 -38 d/ha net 
2b, 3b and 4b dwellings 
affordable dwellings to be provided 
2 to 2.5, 3 storey on Central Green 

Roofs Type: Plain tile, artificial slate 
to streets, lanes and mews 
courts.
Colours: see p.91. 

Frontage Widths 
Plan Depth 
Parking Standard 
Parking Form 

medium to wide 
medium to shallow 
1.5 – 2 car parking spaces per dwelling 
parking courts, some garages, car ports and undercrofts 

Windows  
and Door 
Openings 

Type: timber metal or 
composite to street, as 
above, plus upvc to lanes and 
mews courts 
Colours: see p.91. 

Frontage Street 
Internal Street 

Character type – Square and local centre, street 
Character type – lanes and mews court 

Other Elements Possible Type: : bay 
windows, balconies  

Section AA 
Section BB 
Section CC 
Section DD 

Boundary to existing residential 
Boundary to greenways 
Boundary to Parcel 12 
Boundary to allotments 

Services 

External Works 
& Landscape 

Type: bin stores and meter 
cupboards – recessed to side 
or rear see p 77.
Boundary conditions: 
Boundary wall types 1-4. 
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6.11 Development Parcel 5 - Particulars
GUIDANCE CONDITIONS The guidance conditions shown here are provided to ensure a consistent streetscape is maintained across 

different land parcels.  Deviation from these conditions will be discouraged.  Reference should also be made to 
the streetscape principles contained within this Masterplan Statement 

COMPLIANCE The Details shown below are requirements that should be met where possible and are specific to the 
development parcel.  It is envisaged that the developer will provide a design compliance statement when the 
reserved matters applications are submitted to demonstrate that the detailed scheme design complies with 
these particulars. 

Building Form Construction Details 
Character Urban, mixed use development  
Site Area 
Plan Configuration 
Edge Conditions 
Uses

1.26 hectares – net area 
sub urban block with  street frontage and internal mews 
special conditions – adjacent to SNCI woodlands 
residential

Walls Type: local stock 
Colour: brick code BC4, BC6 
as colour palette reference p. 
90.

Dwelling Range 
Density Band 
Residential Mix 
Affordable Housing 
Storey Heights 

38 - 47 dwellings 
30 - 38 d/ha net 
2b, 3b and 4b dwellings 
no affordable dwellings to be provided 
2 to 2.5, 3 storey as focal point 

Roofs Type: Plain tile, artificial slate 
to streets, lanes and mews 
courts.
Colours: see p.91. 

Frontage Widths 
Plan Depth 
Parking Standard 
Parking Form 

medium to wide 
medium to shallow 
1.5 – 2 car parking spaces per dwelling 
parking courts, car ports, garages and undercrofts 

Windows  
and Door 
Openings 

Type: timber metal or 
composite to street, as 
above, plus upvc to lanes and 
mews courts 
Colours: see p.91. 

Frontage Street 
Internal Street 

Character type – Square and local centre, street 
Character type – lanes and mews court 

Other Elements Possible Type: : bay 
windows, balconies on corner 
conditions

Section AA 
Section BB 
Section CC 
Section DD 

Street width 18m set backs 1.2m to 6.6m 
Boundary to existing property 
Boundary woodland edge 
Boundary to meadow area 

Services 

External Works 
& Landscape 

Type: bin stores and meter 
cupboards – recessed to side 
or rear p. 77.
Boundary conditions: 
Boundary wall types 1-4 
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6.12 Development Parcel 6 - Particulars
GUIDANCE CONDITIONS The guidance conditions shown here are provided to ensure a consistent streetscape is maintained across 

different land parcels.  Deviation from these conditions will be discouraged.  Reference should also be made to 
the streetscape principles contained within this Masterplan Statement 

COMPLIANCE The Details shown below are requirements that should be met where possible and are specific to the 
development parcel.  It is envisaged that the developer will provide a design compliance statement when the 
reserved matters applications are submitted to demonstrate that the detailed scheme design complies with 
these particulars. 

Building Form Construction Details 
Character Urban, mixed use development  
Site Area 
Plan Configuration 
Edge Conditions 
Uses

1.85 hectares – net area 
sub urban block with street frontage and internal mews 
special conditions – adjacent to SNCI woodlands 
residential

Walls Type: local stock 
Colour: brick code BC4, BC6 
as colour palette  reference p. 
90.

Dwelling Range 
Density Band 
Residential Mix 
Affordable Housing 
Storey Heights 

55 - 70 dwellings 
30 - 38 d/ha net 
2b, 3b and 4b dwellings 
no affordable dwellings to be provided 
2 to 2.5, 3 storey as focal point 

Roofs Type: Plain tile, artificial slate 
to streets, lanes and mews 
courts.
Colours: see p.91. 

Frontage Widths 
Plan Depth 
Parking Standard 
Parking Form 

medium to wide 
medium to shallow 
1.5 – 2 car parking spaces per dwelling 
parking courts, garages, car ports and undercrofts 

Windows  
and Door 
Openings 

Type: timber metal or 
composite to street, as 
above, plus upvc to lanes and 
mews courts 
Colours: see p.91. 

Frontage Street 
Internal Street 

Character type – streets and local centre 
Character type – lanes and mews court 

Other Elements Possible Type: : bay 
windows, balconies on corner 
conditions

Section AA 
Section BB 
Section CC 
Section DD 

Street width 14.5m set back 1.2m to 6.6m 
Frontage to meadow area 
Boundary to linear balancing pond and buffer planting 
Boundary to Titnore Lane 

Services 

External Works 
& Landscape 

Type: bin stores and meter 
cupboards – recessed to side 
or rear p. 77.
Boundary conditions: 
Boundary wall types 1-4 
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6.13 Development Parcel 7a & 7b - Particulars 
GUIDANCE CONDITIONS The guidance conditions shown here are provided to ensure a consistent streetscape is maintained across 

different land parcels.  Deviation from these conditions will be discouraged.  Reference should also be made to 
the streetscape principles contained within this Masterplan Statement 

COMPLIANCE The Details shown below are requirements that should be met where possible and are specific to the 
development parcel.  It is envisaged that the developer will provide a design compliance statement when the 
reserved matters applications are submitted to demonstrate that the detailed scheme design complies with 
these particulars. 

Building Form Construction Details 
Character Urban, mixed use development  
Site Area 
Plan Configuration 
Edge Conditions 
Uses

1.49 hectares – net area 
sub urban block with street frontage and internal mews 
special conditions other than frontage – cross reference 
residential, homeworking and small shops  

Walls Type: local stock 
Colour: brick code BC1, BC2, 
BC3, BC5 as colour palette  
reference p. 90. 

Dwelling Range 
Density Band 
Residential Mix 
Affordable Housing 
Storey Heights 

68 - 82 dwellings 
46 - 55 d/ha net 
1b, 2b, 3b and 4b dwellings 
affordable dwellings to be provided 
2 to 2.5, 3 storey with 4 storey in special cases 

Roofs Type: Plain tile, artificial slate 
to streets, lanes and mews 
courts.
Colours: see p.91. 

Frontage Widths 
Plan Depth 
Parking Standard 
Parking Form 

medium to narrow medium to wide 
medium to deep medium to shallow 
1.5 – 2 car parking spaces per dwelling 
parking courts, garages, car ports and undercrofts 

Windows  
and Door 
Openings 

Type: timber metal or 
composite to street, as 
above, plus upvc to lanes and 
mews courts 
Colours: see p.91. 

Frontage Street 
Internal Street 

Character type – Square and local centre 
Character type – lanes and mews court 

Other Elements Possible Type: : bay 
windows, balconies and 
parapet at eaves 

Section AA 
Section BB 
Section CC 
Section DD 

Street width 14.5m set back 1.2m to 1.2m 
Frontage to central green set back 0.6m – 2.4m 
Street width 14.5m set back 1.2m – 2.4m 
Site backs on to school boundary and buffer zone 

Services 

External Works 
& Landscape 

Type: bin stores and meter 
cupboards – recessed to side 
or rear p. 77.
Boundary conditions: 
Boundary wall types 1-4 
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6.14 Development Parcel 8 - Particulars 
GUIDANCE CONDITIONS The guidance conditions shown here are provided to ensure a consistent streetscape is maintained across 

different land parcels.  Deviation from these conditions will be discouraged.  Reference should also be made to 
the streetscape principles contained within this Masterplan Statement 

COMPLIANCE The Details shown below are requirements that should be met where possible and are specific to the 
development parcel.  It is envisaged that the developer will provide a design compliance statement when the 
reserved matters applications are submitted to demonstrate that the detailed scheme design complies with 
these particulars. 

Building Form Construction Details 
Character Urban, mixed use development  
Site Area 
Plan Configuration 
Edge Conditions 
Uses

1.05 hectares – net area 
sub urban block with street frontage and internal mews 
special conditions other than frontage – cross reference 
residential, homeworking and small shops  

Walls Type: local stock 
Colour: brick code BC4, BC6, 
as colour palette  reference 
p. 90. 

Dwelling Range 
Density Band 
Residential Mix 
Affordable Housing 
Storey Heights 

41 - 47 dwellings 
39 - 45d/ha net 
2b, 3b and 4b dwellings 
affordable dwellings to be provided 
2 to 2.5, 3 storey as focal points 

Roofs Type: Plain tile, artificial slate 
to streets, lanes and mews 
courts.
Colours: see p.91. 

Frontage Widths 
Plan Depth 
Parking Standard 
Parking Form 

medium to wide 
medium to shallow 
1.5 – 2 car parking spaces per dwelling 
parking courts, garages, car ports and undercrofts 

Windows  
and Door 
Openings 

Type: timber metal or 
composite to street, as 
above, plus upvc to lanes and 
mews courts 
Colours: see p.91. 

Frontage Street 
Internal Street 

Character type – streets and local centre 
Character type – lanes and mews court 

Other Elements Possible Types: : bay 
windows, balconies at corner 
conditions

Section AA 
Section BB 
Section CC 
Section DD 

Street width 14.5m set back 1.2m to 2.4m 
Boundary to Parcel 4 
Boundary to buffer planting 
Street width 14.5m set back 1.2 to 2.4 

Services 

External Works 
& Landscape 

Type: bin stores and meter 
cupboards – recessed to side 
or rear p. 77.
Boundary conditions: 
Boundary wall types 1-4 
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6.15 Development Parcel 9 - Particulars 
GUIDANCE CONDITIONS The guidance conditions shown here are provided to ensure a consistent streetscape is maintained across 

different land parcels.  Deviation from these conditions will be discouraged.  Reference should also be made to 
the streetscape principles contained within this Masterplan Statement 

COMPLIANCE The Details shown below are requirements that should be met where possible and are specific to the 
development parcel.  It is envisaged that the developer will provide a design compliance statement when the 
reserved matters applications are submitted to demonstrate that the detailed scheme design complies with 
these particulars. 

Building Form Construction Details 
Character Urban, mixed use development  
Site Area 
Plan Configuration 
Edge Conditions 
Uses

0.82 hectares – net area 
urban block with street frontage and internal mews 
special conditions  - none 
residential

Walls Type: local stock 
Colour: brick code BC3, BC5, 
as colour palette  reference 
p. 90. 

Dwelling Range 
Density Band 
Residential Mix 
Affordable Housing 
Storey Heights 

38 - 45 dwellings 
46 - 55 d/ha net 
2b, 3b and 4b dwellings 
affordable dwellings to be provided 
2 to 2.5, 3 storey  

Roofs Type: Plain tile, artificial slate 
to streets, lanes and mews 
courts.
Colours: see p.91. 

Frontage Widths 
Plan Depth 
Parking Standard 
Parking Form 

medium to narrow 
medium to deep 
1.5 – 2 car parking spaces per dwelling 
parking courts, garages, car ports and undercrofts 

Windows  
and Door 
Openings 

Type: timber metal or 
composite to street, as 
above, plus upvc to lanes and 
mews courts 
Colours: see p.91. 

Frontage Street 
Internal Street 

Character type – street and local route 
Character type – lanes and mews court 

Other Elements Possible Types: : bay 
windows, balconies at corner 
conditions

Section AA 
Section BB 
Section CC 
Section DD 

Street width 18.0m set back 1.2m to 5.4m 
Boundary linear to balancing pond 
Boundary to greenway 
Boundary to Parcel 1a 

Services 

External Works 
& Landscape 

Type: bin stores and meter 
cupboards – recessed to side 
or rear p. 77.
Boundary conditions: 
Boundary wall types 1-4 
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6.16 Development Parcel 10a & 10b - Particulars 
GUIDANCE CONDITIONS The guidance conditions shown here are provided to ensure a consistent streetscape is maintained across 

different land parcels.  Deviation from these conditions will be discouraged.  Reference should also be made to 
the streetscape principles contained within this Masterplan Statement 

COMPLIANCE The Details shown below are requirements that should be met where possible and are specific to the 
development parcel.  It is envisaged that the developer will provide a design compliance statement when the 
reserved matters applications are submitted to demonstrate that the detailed scheme design complies with 
these particulars. 

Building Form Construction Details 
Character Urban, mixed use development  
Site Area 
Plan Configuration 
Edge Conditions 
Uses

1.11 hectares – net area 
urban block with street frontage and internal mews 
special conditions  - none 
residential

Walls Type: local stock 
Colour: brick code BC3, BC5, 
as colour palette  reference 
p. 90. 

Dwelling Range 
Density Band 
Residential Mix 
Affordable Housing 
Storey Heights 

51 - 61 dwellings 
46 - 55 d/ha net 
1b, 2b, 3b and 4b dwellings 
affordable dwellings to be provided 
2 to 2.5, 3 storey  

Roofs Type: Plain tile, artificial slate 
to streets, lanes and mews 
courts.
Colours: see p.91. 

Frontage Widths 
Plan Depth 
Parking Standard 
Parking Form 

Narrow to medium 
medium to deep 
1.5 – 2 car parking spaces per dwelling 
parking courts, garages, car ports and undercrofts 

Windows  
and Door 
Openings 

Type: timber metal or 
composite to street, as 
above, plus upvc to lanes and 
mews courts 
Colours: see p.91. 

Frontage Street 
Internal Street 

Character type – streets and local route 
Character type – lanes and mews court 

Other Elements Possible Types: : bay 
windows, balconies at corner 
conditions

Section AA 
Section BB 
Section CC 
Section DD 

Street width 14.5m set back 1.2m to 4.8m 
Street width 14.5m set back 1.2m to 4.8m 
Boundary to greenway 
Boundary to linear balancing pond 

Services 

External Works 
& Landscape 

Type: bin stores and meter 
cupboards – recessed to side 
or rear p. 77.
Boundary conditions: 
Boundary wall types 1-4 
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6.17 Development Parcel 11a & 11b - Particulars 
GUIDANCE CONDITIONS The guidance conditions shown here are provided to ensure a consistent streetscape is maintained across 

different land parcels.  Deviation from these conditions will be discouraged.  Reference should also be made to 
the streetscape principles contained within this Masterplan Statement 

COMPLIANCE The Details shown below are requirements that should be met where possible and are specific to the 
development parcel.  It is envisaged that the developer will provide a design compliance statement when the 
reserved matters applications are submitted to demonstrate that the detailed scheme design complies with 
these particulars. 

Building Form Construction Details 
Character Urban, mixed use development  
Site Area 
Plan Configuration 
Edge Conditions 
Uses

2.99 hectares – net area 
urban block with street frontage and internal mews 
special conditions  - planting buffer to rear gardens 
residential

Walls Type: local stock 
Colour: brick code BC3, BC5, 
as colour palette  reference 
p. 90. 

Dwelling Range 
Density Band 
Residential Mix 
Affordable Housing 
Storey Heights 

117 – 135 dwellings 
39 – 45 d/ha net 
1b ,2b, 3b and 4b dwellings 
affordable dwellings to be provided 
2 to 2.5, 3 storey  

Roofs Type: Plain tile, artificial slate 
to streets, lanes and mews 
courts.
Colours: see p.91. 

Frontage Widths 
Plan Depth 
Parking Standard 
Parking Form 

Medium to narrow 
medium to deep 
1.5 – 2 car parking spaces per dwelling 
parking courts, garages, car ports and undercrofts 

Windows  
and Door 
Openings 

Type: timber metal or 
composite to street, as 
above, plus upvc to lanes and 
mews courts 
Colours: see p.91. 

Frontage Street 
Internal Street 

Character type – streets and local route 
Character type – lanes and mews court 

Other Elements Possible Types: : bay 
windows, balconies at corner 
conditions

Section AA 
Section BB 
Section CC 
Section DD 

Boundary to linear balancing pond and buffer zone 
Boundary to buffer planting 
Boundary to buffer planting 
Boundary to existing development 
Internal street width 14.5m and set back 0.75 to 1.2m 

Services 

External Works 
& Landscape 

Type: bin stores and meter 
cupboards – recessed to side 
or rear p. 77.
Boundary conditions: 
Boundary wall types 1-4 
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6.18 Development Parcel 12 - Particulars 
GUIDANCE CONDITIONS The guidance conditions shown here are provided to ensure a consistent streetscape is maintained across 

different land parcels.  Deviation from these conditions will be discouraged.  Reference should also be made to 
the streetscape principles contained within this Masterplan Statement 

COMPLIANCE The Details shown below are requirements that should be met where possible and are specific to the 
development parcel.  It is envisaged that the developer will provide a design compliance statement when the 
reserved matters applications are submitted to demonstrate that the detailed scheme design complies with 
these particulars. 

Building Form Construction Details 
Character Urban, mixed use development  
Site Area 
Plan Configuration 
Edge Conditions 
Uses

1.37 hectares – net area 
urban block with street frontage and internal mews 
special conditions  - adjacent to allotments 
residential

Walls Type: local stock 
Colour: brick code BC3, BC5, 
as colour palette  reference 
p. 90. 

Dwelling Range 
Density Band 
Residential Mix 
Affordable Housing 
Storey Heights 

63 - 75 dwellings 
46 - 55 d/ha net 
1b, 2b, 3b and 4b dwellings 
affordable dwellings to be provided 
2 to 2.5, 3 storey  

Roofs Type: Plain tile, artificial slate 
to streets, lanes and mews 
courts.
Colours: see p.91. 

Frontage Widths 
Plan Depth 
Parking Standard 
Parking Form 

Narrow to medium 
Medium to deep 
1.5 – 2 car parking spaces per dwelling 
parking courts, garages, car ports and undercrofts 

Windows  
and Door 
Openings 

Type: timber metal or 
composite to street, as 
above, plus upvc to lanes and 
mews courts 
Colours: see p.91. 

Frontage Street 
Internal Street 

Character type – streets and local route 
Character type – lanes and mews court 

Other Elements Possible Types: : bay 
windows, balconies at corner 
conditions

Section AA 
Section BB 
Section CC 
Section DD 

Boundary to Parcel 3b 
Boundary to green way 
Boundary to parcel 11 and linear balancing ponds 
Boundary to allotments 

Services 

External Works 
& Landscape 

Type: bin stores and meter 
cupboards – recessed to side 
or rear p. 77.
Boundary conditions: 
Boundary wall types 1-4 
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6.19 Development Parcel 13a & 13b - Particulars 
GUIDANCE CONDITIONS The guidance conditions shown here are provided to ensure a consistent streetscape is maintained across 

different land parcels.  Deviation from these conditions will be discouraged.  Reference should also be made to 
the streetscape principles contained within this Masterplan Statement 

COMPLIANCE The Details shown below are requirements that should be met where possible and are specific to the 
development parcel.  It is envisaged that the developer will provide a design compliance statement when the 
reserved matters applications are submitted to demonstrate that the detailed scheme design complies with 
these particulars. 

Building Form Construction Details 
Character Urban, mixed use development  
Site Area 
Plan Configuration 
Edge Conditions 
Uses

1.68 hectares – net area 
urban block with street frontage and internal mews 
special conditions  - flood relief bund to north west 
residential

Walls Type: local stock 
Colour: brick code BC4, BC6, 
as colour palette  reference 
p. 90. 

Dwelling Range 
Density Band 
Residential Mix 
Affordable Housing 
Storey Heights 

66 - 76 dwellings 
39 - 45 d/ha net 
1b, 2b, 3b and 4b dwellings 
affordable dwellings to be provided 
2 to 2.5, 3 storey  

Roofs Type: Plain tile, artificial slate 
to streets, lanes and mews 
courts.
Colours: see p.91. 

Frontage Widths 
Plan Depth 
Parking Standard 
Parking Form 

Medium to narrow 
Medium to deep 
1.5 – 2 car parking spaces per dwelling 
parking courts, garages, car ports and undercrofts 

Windows  
and Door 
Openings 

Type: timber metal or 
composite to street, as 
above, plus upvc to lanes and 
mews courts 
Colours: see p.91. 

Frontage Street 
Internal Street 

Character type – streets and local route 
Character type – lanes and mews court 

Other Elements Possible Types: : bay 
windows, balconies at corner 
conditions

Section AA 
Section BB 
Section CC 
Section DD 

Street width 18m and set back 0.75m to 1.2m 
Boundary to planting buffer and linear balancing pond 
Boundary to planting buffer and linear balancing pond 
Boundary to planting buffer 

Services 

External Works 
& Landscape 

Type: bin stores and meter 
cupboards – recessed to side 
or rear p. 77.
Boundary conditions: 
Boundary wall types 1-4 



135

IMPLEMENTATION
& DEVELOPMENT PARCELS 

6.20 Development Parcel Community Facilities - Particulars
GUIDANCE CONDITIONS The guidance conditions shown here are provided to ensure a consistent streetscape is maintained across 

different land parcels.  Deviation from these conditions will be discouraged.  Reference should also be made to 
the streetscape principles contained within this Masterplan Statement 

COMPLIANCE The Details shown below are requirements that should be met where possible and are specific to the 
development parcel.  It is envisaged that the developer will provide a design compliance statement when the 
reserved matters applications are submitted to demonstrate that the detailed scheme design complies with 
these particulars. 

Building Form Construction Details 
Character Urban, mixed use development  
Site Area 
Plan Configuration 
Edge Conditions 
Uses

0.90 hectares – net area 
community hall and medical centre to 
form frontage to square or street 
special condition – flood relief channel on western edge 

Walls Type: local stock 
Type: brick code BC1 
As colour palette  reference 
p. 90. 

Dwelling Range 
Density Band 
Residential Mix 
Affordable Housing 
Storey Heights 

Not applicable 
Not applicable 
Not applicable 
Not applicable 
2 to 2.5, 3 with 4 storey as special case overlooking 
square 

Roofs Type: Plain tiles or a good 
quality artificial slate. 
Colour: darker than above 
and/or grey blue. 

Frontage Widths 
Plan Depth 
Parking Standard 
Parking Form 

Generally frontage to street required 
Not applicable 
To local authority’s standard 
Shared use on site, on street adjacent 

Windows  
and Door 
Openings 

Type: timber metal or 
composite construction 
Colour:  as for square and 
local centre 

Frontage Street 
Internal Street 

Character type – the square and local centre 
Not applicable 

Other Elements Possible Types:  bay 
windows and parapets at 
eaves suggested 

Section AA 
Section BB 
Section CC 
Section DD 

Landscape strip and linear balancing pond 
to square and local route.  Set back 0.75m – 1.2m 
Boundary to playing field 
Boundary to path and planting buffer 

Services 

External Works 
& Landscape 

Type: bin stores and meter 
cupboards – recessed to side 
or rear p. 77.
Boundary conditions: See   
boundary wall types 1-4 
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6.21 Development Parcel School - Particulars 
GUIDANCE CONDITIONS The guidance conditions shown here are provided to ensure a consistent streetscape is maintained across 

different land parcels.  Deviation from these conditions will be discouraged.  Reference should also be made to 
the streetscape principles contained within this Masterplan Statement 

COMPLIANCE The Details shown below are requirements that should be met where possible and are specific to the 
development parcel.  It is envisaged that the developer will provide a design compliance statement when the 
reserved matters applications are submitted to demonstrate that the detailed scheme design complies with 
these particulars. 

Building Form Construction Details 
Character Urban, mixed use development  
Site Area 
Plan Configuration 
Edge Conditions 
Uses

2.33 hectares including playing fields 
building to form frontage to street 
special conditions – linear balancing ponds to edges 
education

Walls Type: local stock 
Type: brick code BC1 
As colour palette  reference 
p. 90. 

Dwelling Range 
Density Band 
Residential Mix 
Affordable Housing 
Storey Heights 

Not applicable 
Not applicable 
Not applicable 
Not applicable 
2 with 3 as focal points 

Roofs Type: Plain tiles or a good 
quality artificial slate. 
Colour: darker than above 
and/or grey blue. 

Frontage Widths 
Plan Depth 
Parking Standard 
Parking Form 

Frontage to street required 
Not applicable 
To local authority’s standard 
On site, on street adjacent 

Windows  
and Door 
Openings 

Type: timber metal or 
composite construction 
Colour:  as for streets 

Frontage Street 
Internal Street 

Character type – the street and local route 
Not applicable 

Other Elements Possible Types:  bay 
windows and parapets at 
eaves suggested 

Section AA 
Section BB 
Section CC 
Section DD 

Street to 24m max set back 
Playing field boundary to buffer zone 
Playing field boundary to linear balancing pond 
Playing field boundary to linear balancing pond 

Services 

External Works 
& Landscape 

Type: bin stores and meter 
cupboards – recessed to side 
or rear p. 77.
Boundary conditions: See   
boundary wall types 1-4 
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